





Dimension . .
Model Voltage |Capacity Length Width Height T.Height Weight Terminal
mm inch mm inch mm inch | mm inch kg Lb Type |Layout
GP100-2 2 100 171 6.73 72 2.83 205 8.07 210 8.27 5.5 12.13 T5 G
GP150-2 2 150 171 6.73 102 4.02 206 8.1 221 8.70 7.4 16.31 T5 G
GP200-2 2 200 171 6.73 111 4.37 330 12.99 364 14.33 11.5 25.35 T5 G
GP300-2 2 300 171 6.73 151 5.94 330 12.99 364 14.33 16.2 35.71 T5 G
GP400-2 2 400 210 8.27 176 6.93 330 12.99 367 14.45 22.6 49.82 T5 G
GP500-2 2 500 241 9.49 171 6.73 330 12.99 365 14.37 26.5 58.42 T5 G
GP600-2 2 600 302 11.89 175 6.89 330 12.99 367 14.45 32 70.55 T5 G
GP800-2 2 800 410 16.14 175 6.89 330 12.99 367 14.45 44 97 T5 H
GP1000-2 2 1000 475 18.70 175 6.89 330 12.99 367 14.45 52 114.6 T5 H
GP1500-2 2 1500 400 15.75 350 13.78 345 13.58 382 15.04 85 187.39 T5 H
GP2000-2 2 2000 490 19.29 350 13.78 345 13.58 382 15.04 106 233.7 T5 [
GP3000-2 2 3000 710 27.95 350 13.78 345 13.58 382 15.04 152 335 T5 J
Dimension
. . - . Weight Terminal
Model Voltage |Capacity Length Width Height T.Height
mm inch mm inch mm inch | mm inch kg Lb Type |Layout
GP4.0-12 4 4.0 47 1.85 47 1.85 102 4.02 107 4.21 0.45 0.99 F1 C
GP4.5-12 4 4.5 47 1.85 47 1.85 102 4.02 107 4.21 0.48 1.05 F1 C
GP5.0-12 4 5.0 47 1.85 47 1.85 102 4.02 107 4.21 0.52 1.15 F1 C
Dimension . .
Model | Voltage |Capacity|  Length Width Height THeight Weight Terminal
mm inch mm inch mm inch | mm inch kg Lb Type |Layout
GP1.3-12 6 1.3 98 3.86 25 0.98 52 2.05 56 2.20 0.28 0.62 F1 A
GP2.8-12 6 2.8 66 2.60 33 1.30 97 3.82 103 4.06 0.55 1.21 F1 E
GP3.2-12 6 3.2 134 5.28 34 1.34 61 2.40 66 2.60 0.62 1.37 F1 A
GP4.0-12 6 4.0 70 2.76 48 1.89 101 3.98 106 4.17 0.63 1.38 F1/F2 E
GP4.5-12 6 4.5 70 2.76 48 1.89 101 3.98 106 4.17 0.68 1.50 F1/F2 E
GP5.0-12 6 5.0 70 2.76 48 1.89 101 3.98 106 4.17 0.71 1.68 F1/F2 E
GP7.0-12 6 7.0 151 5.94 34 1.34 94 3.70 100 3.94 1.05 2.31 F1/F2 A
GP8.0-12 6 8.0 151 5.94 34 1.34 94 3.70 100 3.94 1.10 2.40 F1/F2 A
GP10-12 6 10 151 5.94 50 1.97 94 3.70 100 3.94 1.6 3.53 F1/F2 A
GP12-12 6 12 151 5.94 50 1.97 94 3.70 100 3.94 1.65 3.64 F1/F2 A
GP14-12 6 14 151 5.94 50 1.97 94 3.70 100 3.94 1.8 3.97 F1/F2 A
FURTHER INFORMATION

Please refer to our website www.jarviscell.com
for a complete range of useful downloads, such

as product catalogs, material safety data sheets
(MSDS), ISO certificatio, etc.

To ensure safe and efficient operation always refer to the lastest edition of our Technical Manual as published on our website.
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