


A
G

M
F

T
 s

E
R

IE
S

FT180-12 12V 180AH

2/3© 2023-10-1 Jarviscell Sdn Bhd. All rights reserved. 

Dishcharge characteristic curve (25°C/77°F)

Cycle service life in relation to depth of discharge 

Relationship between temperature and capacity

Self disharge characteristics

Charging characteristic curve of floating charge (25°C/77°F)

Relationship between charging voltage and temperature 

Temperature vs Float Life 

Cyclic charging characteristics curve (25°C/77°F)
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storage and transportation

The storage battery must be fully charged.
The battery should be stored in a low temperature, dry, clean, and well-ventilated environment.
Avoid heat sources and direct sunlight.
During the transportation of the battery, it is strictly forbidden to turn it upside down, or to carry it violently 
(causing the battery shell to break).
Prolonged exposure to sunlight is strictly prohibited.
It is strictly forbidden to get the packing box wet by rain.

maintenance

If the battery is stored for more than 3 to 6 months, it needs to be recharged once. For the battery that loses 
electricity due to various reasons during use, it should be charged in time to prevent the performance 
degradation caused by the sulfation of the battery.
Check the vent on the top cover of the battery frequently to prevent it from being blocked by dust, ice water, 
etc., to prevent the shell from deforming and exploding.
When the battery or the vehicle is not used for a long time, the battery should be fully charged before 
storage, otherwise the service life of the battery will be affected. 

precautions

This battery is a lead-acid battery, which is highly corrosive. Keep away from children. Users should wear 
protective eyes and rubber gloves when handling the battery. Once the eyes, skin and clothes are splashed 
with sulfuric acid, rinse immediately with plenty of water. Seek medical attention immediately.
The battery should be kept away from heat sources and open flames, and should be ventilated during 
charging and use,  and be careful not to explode and injure people. 
When installing the battery, do not use metal tools to connect the positive and negative terminals, otherwise it 
will cause a short circuit, causing fire or explosion.
When the battery is charged, please turn off the charging power supply first, and then remove the connection 
line between the charger and the battery, to prevent explosions and injuries.

Please refer to our website www.jarviscell.com
for a complete range of useful downloads, such 
as product catalogs, material safety data sheets
(MSDS), ISO certificatio, etc.

FURTHER INFORMATION 

To ensure safe and efficient operation always refer to the lastest edition of our Technical Manual as published on our website.
© 2023 Jarviscell Sdn Bhd. All rights reserved. All trademarks are the property of their respective owners.
All date subject to change without notice E&OE


